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The present disclosure is directed to systems and methods of
matching data rates. In a particular embodiment, a device
includes a first data bus and a controller having a first output
coupled to the first data bus to provide data to the first data
bus. The device also includes a first memory of a first type
coupled to the first data bus. The first memory may have a first
input to receive data from the controller via the first data bus.
The device also includes logic coupled to the first data bus.
Thelogic may have a second input coupled to the first data bus
to receive data from the controller via the first data bus. The
device may also include a second data bus coupled to the
logic. The logic may have a second output coupled to the
second data bus to provide data to the second data bus. The
logic may also include a second memory of a second type
coupled to the second data bus. The second memory may have
a third input to selectively receive data from the logic via the
second data bus. The logic may be adapted to receive data and
select the first memory or the second memory to store data.
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1
SYSTEM AND METHOD OF MATCHING
DATA RATES

FIELD OF THE DISCLOSURE

The present disclosure relates generally to matching data
rates.

BACKGROUND

Electronic devices, such as disc drives, are frequently
being updated to include more memory or different types of
memory. Many times, a manufacturer may be required to use
a new type of memory. Often, the new type of memory may
not be compatible with an existing data bus architecture. That
is, the new memory type may have a data transfer rate that is
not supported by the current controller and memory in the
electronic device. Therefore, there is a need for an improved
system and method of matching data rates.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a cutaway view of an illustrative embodiment of
a disc drive;

FIG. 2 is a block diagram of an illustrative embodiment of
a disc drive system;

FIG. 3 is a block diagram of an illustrative embodiment of
a system to match data rates; and

FIG. 4 is a flow diagram of an illustrative embodiment of a
method to match data rates.

DETAILED DESCRIPTION

In the following detailed description of the embodiments,
reference is made to the accompanying drawings which form
apart hereof, and in which are shown by way of illustration of
specific embodiments. It is to be understood that other
embodiments may be utilized and structural changes may be
made without departing from the scope of the present inven-
tion.

The present disclosure is directed to a device including, in
a particular embodiment, a first data bus and a controller
having a first output coupled to the first data bus to provide
data to the first data bus. The device also includes a first
memory of a first type coupled to the first data bus. The first
memory may have a first input to receive data from the con-
troller via the first data bus. The device also includes logic
coupled to the first data bus. The logic may have a second
input coupled to the first data bus to receive data from the
controller via the first data bus. The device may also include
a second data bus coupled to the logic. The logic may have a
second output coupled to the second data bus to provide data
to the second data bus. The logic may also include a second
memory of a second type coupled to the second data bus. The
second memory may have a third input to selectively receive
data from the logic via the second data bus. The logic may be
adapted to receive data and select the first memory or the
second memory to store data.

In another embodiment, a method may include providing a
first portion of an address space mapped to a first memory and
a second portion of the address space mapped to a second
memory. The method may also include receiving data at a
third memory via a first data bus at a first data transfer rate, the
first data bus coupled to the first memory and the third
memory in parallel. The method may also include sending the
data from the third memory to the second memory via a
second data bus at a second data transfer rate when the second
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memory is selected to store the data. The second data transfer
rate may be distinct from the first data transfer rate.

Referring to FIG. 1, a cutaway view of an illustrative
embodiment of a disc drive 100 is shown. In a particular
embodiment, a disc drive 100 includes a base 102 to which
various components of the disc drive 100 are mounted. A top
cover 104, shown partially cut away, cooperates with the base
102 to form an internal, sealed environment for the disc drive.
The components of the disc drive 100 include a spindle motor
106, which rotates one or more discs 108. Information is
written to and read from tracks on the discs 108 through the
use of an actuator assembly 10 that rotate about a bearing
shaft assembly 112 positioned adjacent the discs 108. The
actuator assembly 110 includes one or more actuator arms
114 that extend toward the discs 108, with one or more flex-
ures 116 extending from the actuator arms 114. Mounted at
the distal end of each of the flexures 116 is a head 118
including an air bearing slider (not shown) that enables the
head 118 to fly in close proximity above the corresponding
surface of the associated disc 108.

A flex assembly 130 provides requisite electrical connec-
tion paths for the actuator assembly 110 while allowing piv-
otal movement of the actuator assembly 110 during opera-
tion. The flex assembly 130 can include a printed circuit board
132 to which head wires (not shown) are connected. The head
wires may be routed along the actuator arms 114 and the
flexures 116 to the heads 118. The printed circuit board 132
may include circuitry for controlling the write currents
applied to the heads 118 during a write operation and a pream-
plifier (not shown) for amplifying read signals generated by
the heads 118 during a read operation. The flex assembly 130
terminates at a flex bracket 134 for communication through
the base 102 to a disc drive printed circuit board (not shown)
mounted to the disc drive 100.

As shown in FIG. 1, a plurality of nominally circular,
concentric tracks 109 are located on the surface of the discs
108. Each track 109 includes a number of servo fields that are
interspersed with user data fields along the track 109. The user
data fields are used to store user data, and the servo fields are
used to store servo information used by a disc drive servo
system to control the position of the heads 118.

FIG. 2 provides a functional block diagram of the disc drive
100 shown in FIG. 1. A hardware/firmware based interface
circuit 204 communicates with a host device 202 (such as a
laptop computer). The disc drive 100 includes a program-
mable controller 206 with associated memory 208 and pro-
cessor 210. The programmable controller 206 may be
coupled to a buffer 212. The buffer 212 can temporarily store
user data during read and write operations, and may include a
command queue (CQ) 214 where access operations can be
temporarily stored pending execution.

FIG. 2 further shows the disc drive 100 to include a read/
write (R/W) channel 216 which encodes data during write
operations and reconstructs user data retrieved from the
disc(s) 108 during read operations. A preamplifier/driver cir-
cuit (preamp) 218 applies write currents to the head(s) 118
and provides pre-amplification of readback signals.

A servo control circuit 220 uses servo data to provide the
appropriate current to the coil 224 to position the head(s) 118.
The controller 206 communicates with a processor 222 to
move the head(s) 118 to the desired locations on the disc(s)
108 during execution of the various pending commands in the
command queue 214.

The disc drive 100 also includes a first data bus 236 cou-
pling the controller 206 to a first memory 230. In a particular
embodiment, the first memory is a volatile solid state
memory. In another particular embodiment, the first memory
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is synchronous dynamic random access memory (SDRAM).
The first data bus 236 may also be coupled to a bridge chip
232. A second memory 234 may be coupled to the bridge chip
232 viaa second data bus 244. In a particular embodiment, the
second memory 234 is a non-volatile solid state memory. In
another particular embodiment, the second memory 234 is a
flash memory. In yet another particular embodiment, the sec-
ond memory 234 has a different data transfer rate than the first
memory 230.

In a particular embodiment, the bridge chip 232 can buffer
data from the first data bus 236 and send the data over the
second data bus at a different data transfer rate. The bridge
chip 232 may receive a chip select signal from the controller
206 via a chip select line 240. The bridge chip 232 may
provide the chip select signal to the first memory 230 via a
chip select line 242 or to the second memory 234 via a chip
select line 238.

In another particular embodiment, an address space asso-
ciated with the first data bus may be partially mapped to the
first memory 230 and partially mapped to the second memory
234. The bridge chip 232 may determine which memory to
store data in based on the address space and may provide the
chip select signal to enable the selected memory to store data.

Referring to FIG. 3, a block diagram of an illustrative
embodiment of a system to match data rates is shown and
generally designated 300. The system 300 includes an elec-
tronic device 301. In a particular embodiment the electronic
device 301 may be a single device. In another particular
embodiment, the electronic device 301 may be contained in
or about a single housing. In yet another particular embodi-
ment, the electronic device may be a data storage device, such
as a disc drive or a solid-state data storage device. In even a
further particular embodiment, the electronic device 301 may
be any electronic device that uses two memories with differ-
ent data transfer rates.

The electronic device 301 can include a controller 302
coupled to a first data bus 304 having a first data transfer rate.
The first data transfer rate may be based on a first memory 306
coupled to the first data bus 304. In a particular embodiment,
the first memory 306 may be a volatile memory. In another
particular embodiment, the first memory 306 may be a solid
state memory. In yet another particular embodiment, the
memory 306 may be a SDRAM.

The electronic device 301 can also include logic 308. In a
particular embodiment, the logic 308 may be an integrated
circuit (IC), also referred to as a bridge chip. The controller
302 may have an output 319 coupled to an input 320 of the
logic 308. The logic 308 may have an output 321 coupled to
an input 322 of the first memory 306.

The electronic device can also include a second data bus
316 having a second data transfer rate. The second data trans-
fer rate may be based on a second memory 318 coupled to the
second data bus 316. In a particular embodiment, the second
data transfer rate may be different than the first data transfer
rate. An output 323 of the logic 308 may be coupled to an
input 324 of the second memory 318. In a particular embodi-
ment, the second memory 318 may be a non-volatile memory.
In another particular embodiment, the second memory 318
may be a solid state memory. In yet another particular
embodiment, the second memory 318 may be a flash memory.

In a particular embodiment, the logic 308 may include a
third memory 310. The third memory 310 may be coupled to
the first data bus 304 and adapted to work as a first-in first-out
(FIFO) buffer. In another particular embodiment, the third
memory 310 may be a solid state memory. In yet another
particular embodiment, the third memory 310 may be a syn-
chronous random access memory (SRAM). The third
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memory 310 may have a data transfer rate similar to a data
transfer rate of the first memory 306. A size of the third
memory 310 may be determined based on the first data trans-
fer rate and the second data transfer rate. For example, the size
of' the third memory may be sixty-four (64) kilobytes.

The logic 308 can also include memory select logic 314.
The memory select logic may comprise discrete components,
logic gates, a controller, or any combination thereof. The
memory select logic 314 may receive the input 320. The
memory select logic 314 may provide a chip select signal to
the first memory 306 or the second memory 318 based on an
address received from the controller 302. The memory select
logic 314 may be coupled to the output 323 and the output
321.

The logic 308 can also include memory control logic 312.
The memory control logic 312 may comprise discrete com-
ponents, logic gates, a controller, or any combination thereof.
In a particular embodiment, the memory control logic 312
comprises a flash memory controller or sequencer. The
memory control logic 312 may be coupled to the second data
bus 316.

During operation, the controller 302 may control storing
data to the first memory 306 and the second memory 316. The
controller 302 may send data to the first memory 306 and the
third memory 310 via the first data bus 304. In a particular
embodiment, the data transfer rate between the controller 302
and the logic 308 via the first data bus 304 may be signifi-
cantly faster than the data transfer rate between the logic 308
and the second memory 318. The third memory 310 can
receive the data from the first data bus 304 at the faster data
transfer rate. This can then allow the first data bus 304 to be
used to transfer data to/from the first memory 306.

In a particular embodiment, an address space associated
with the first data bus 304 may be partially mapped to the first
memory 306 and partially mapped to the second memory 318.
The logic 308 may determine which memory to store data in
based on the address space. The controller 302 may configure
the address space assignment in the logic 308 via a serial port
330. The controller 302 may assign a first part of the address
space to the first memory 306 and a second part of the address
space to the second memory 318. This assigning may also be
referred to as mapping the address space. The first part of the
address space and the second part of the address space may be
distinct. In a particular embodiment, the address space may
be mapped using a logical block address (LBA) to physical
block address (PBA) mapping system. The address spaces
mapped to the first memory device 306 and the second
memory 318 may be flexible; for example, the controller 302
may map any LBA to the first memory 306 or any LBA to the
second memory 318.

Ina particular embodiment, the controller 302 may provide
a chip select signal at the output 319. The chip select signal
may be a signal to enable a memory to store data. For
example, the chip select signal may be a specific voltage level
within a range of a program voltage that enables a memory to
store data.

The memory select logic 314 may receive the chip select
signal at the input 320. The memory select logic may also
receive an address of the data to be stored. Based on the
address and an assignment of the address space, the memory
select logic 314 can determine when the data is to be stored in
the first memory 306 and when the data is to be stored in the
second memory 318. When the memory select logic 314
determines the address is in the mapping of the first memory
306, the memory select logic 314 can provide a chip select
signal to the first memory 306 at the output 321. When the
memory select logic 314 determines the address is in the
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mapping of the second memory 318, the memory select logic
314 can provide a chip select signal to the second memory
318 at the output 323. A chip select signal can enable the
receiving memory to enter a program mode in which the
memory can store the data.

The memory control logic 312 may communicate between
the third memory 310 and the second memory 318 at the
slower data transfer rate of the second memory 318. The
memory control logic 312 can determine the timing of data
transfers from the third memory 310 to the second memory
318.

The logic 308 and the second memory 318 may be added to
a system having a controller and another memory to provide
additional benefits of the second memory 318. For example,
the second memory 318 may be faster than an existing
memory. Also, the second memory 318 may be non-volatile.
Further, the second memory 318 may provide newer features
or benefits not available at the time a system was designed.
The logic 308 can be coupled to an existing bus between a
controller and a memory device. The logic 308 allows for the
second memory 318 to have a different bus speed than the
existing bus without the need to change an original controller
or original memory.

Referring to FIG. 4, a flow diagram of an illustrative
embodiment of a method to match data rates is shown and
generally designated 400. The method 400 may include map-
ping a first part of an address space to the first memory and
mapping a second part of the address space to the second
memory, at 402. In a particular embodiment, the first part of
the address space comprises a first set of logical block
addresses (LBAs), the second part of the address space com-
prises a second set of LBAs.

The method 400 may also include receiving data at a third
memory via a first data bus at a first data transfer rate, at 404.
In a particular embodiment, an address associated with the
data may be a logical block address. In another particular
embodiment, the first data bus can be coupled to the first
memory and the third memory in parallel. In yet another
particular embodiment, the data is received from a controller
by the first memory and the third memory via the first data
bus.

The method 400 may also include determining an address
of'the data, at 406. The method may then compare the address
to the address space, at 408. The method can determine when
the address is in the first part or the second part of the address
space, at 410. The method may select the first memory to store
the data when an address associated with the data corresponds
to the first part of the address space and select the second
memory to store the data when the address associated with the
data corresponds to the second part of the address space.

When the address is in the first part of the address, the first
memory can be selected to store the data. The method 400
may store the data in the first memory via the first data bus, at
412. In a particular embodiment, the method 400 may include
sending a first signal to the first memory to enable the first
memory to store the data when the first memory is selected to
store the data. The method may then end, at 418.

When the address is in the second part of the address, the
second memory can be selected to store the data. The method
400 sends the data from the third memory to the second
memory via a second data bus at a second data transfer rate
when the second memory is selected to store the data, at 414.
The second data transfer rate may be distinct from the first
data transfer rate. In a particular embodiment, the method 400
may include sending a second signal to the second memory to
enable the second memory to store the data when the second
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memory is selected to store the data. The data may then be
stored in the second memory, at 416. The method may then
end, at 418.

In a particular embodiment, the method 400 may receive a
chip select signal from a controller, such as controller 302
shown in FIG. 3, and provide the chip select signal to enable
either the first memory or the second memory to store the data
based on an identification of the address in the address space.

In a particular embodiment, the first memory may be a
volatile solid state memory. In another particular embodi-
ment, the second memory may be a non-volatile solid state
memory. In yet another particular embodiment, the first
memory, the second memory, and the third memory may be
part of a single disc drive, such as the disc drive 100 shown in
FIG. 1. In even yet another particular embodiment, the meth-
ods described herein may be implemented in an electronic
device or a data storage device, such as the data storage device
200 shown in FIG. 2 or the disc drive 100 shown in FIG. 1.

In accordance with various embodiments, the methods and
operations described herein may be implemented as one or
more software programs running on a computer processor or
controller, such as the controller 302. In accordance with
another embodiment, the methods and operations described
herein may be implemented as one or more software pro-
grams running on a host device, such as a PC that is using a
disc drive. Dedicated hardware implementations including,
but not limited to, application specific integrated circuits,
programmable logic arrays and other hardware devices can
likewise be constructed to implement the methods described
herein.

The illustrations of the embodiments described herein are
intended to provide a general understanding of the structure
of the various embodiments. The illustrations are not
intended to serve as a complete description of all of the
elements and features of apparatus and systems that utilize
the structures or methods described herein. Many other
embodiments may be apparent to those of skill in the art upon
reviewing the disclosure. Other embodiments may be utilized
and derived from the disclosure, such that structural and
logical substitutions and changes may be made without
departing from the scope of the disclosure. Additionally, the
illustrations are merely representational and may not be
drawn to scale. Certain proportions within the illustrations
may be exaggerated, while other proportions may be reduced.
Accordingly, the disclosure and the figures are to be regarded
as illustrative rather than restrictive.

One or more embodiments of the disclosure may be
referred to herein, individually and/or collectively, by the
term “invention” merely for convenience and without intend-
ing to limit the scope of this application to any particular
invention or inventive concept. Moreover, although specific
embodiments have been illustrated and described herein, it
should be appreciated that any subsequent arrangement
designed to achieve the same or similar purpose may be
substituted for the specific embodiments shown. This disclo-
sure is intended to cover any and all subsequent adaptations or
variations of various embodiments. Combinations of the
above embodiments, and other embodiments not specifically
described herein, will be apparent to those of skill in the art
upon reviewing the description.

The Abstract of the Disclosure is provided to comply with
37 C.F.R. §1.72(b) and is submitted with the understanding
that it will not be used to interpret or limit the scope or
meaning of the claims. In addition, in the foregoing Detailed
Description, various features may be grouped together or
described in a single embodiment for the purpose of stream-
lining the disclosure. This disclosure is not to be interpreted as
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reflecting an intention that the claimed embodiments require
more features than are expressly recited in each claim. Rather,
as the following claims reflect, inventive subject matter may
be directed to less than all of the features of any of the
disclosed embodiments.

The above-disclosed subject matter is to be considered
illustrative, and not restrictive, and the appended claims are
intended to cover all such modifications, enhancements, and
other embodiments, which fall within the true spirit and scope
of the present invention. Thus, to the maximum extent
allowed by law, the scope of the present invention is to be
determined by the broadest permissible interpretation of the
following claims and their equivalents, and shall not be
restricted or limited by the foregoing detailed description.

What is claimed is:

1. A device comprising:

a bridge chip including:

a first chip select output directly connected to a first
memory to selectively enable the first memory to store
data received from a first data bus;

a second chip select output directly connected to a sec-
ond memory to selectively enable the second memory
to store data via a second data bus;

memory selection logic configured to selectively enable
the first memory and the second memory to store data;

an output coupled to a second data bus directly con-
nected to the second memory;

a data storage controller directly connected to the bridge
chip and directly connected to the first memory via the
first data bus, through which the data storage controller
stores data in the first memory when the memory selec-
tion logic selectively enables the first memory, and the
data storage controller is indirectly coupled to the sec-
ond memory via the bridge chip; and

wherein the bridge chip receives data from the data storage
controller via a third data bus and passes received data to
the second memory via the direct connection of the
second data bus to store the received data when the
memory selection logic selectively enables the second
memory.

2. The device of claim 1 further comprising:

wherein the data storage controller assigns at least one first
logical block address (LBA) to the first memory and
assigns at least one second LBA to the second memory;
and

wherein the memory selection logic of the bridge chip
selects the first memory or the second memory based on
when data is to be stored to the at least one first LBA or
the at least one second LBA.

3. The device of claim 1 further comprising:

wherein the first data bus allows a first data transfer rate
between the controller and the first memory;

wherein the second data bus allows a second data transfer
rate between the bridge chip and the second memory;

wherein the first data transfer rate is determined at least in
part by the first memory and the second data transfer rate
is determined at least in part by the second memory; and

wherein the first data transfer rate and the second data
transfer rate are distinct.

4. The device of claim 1 wherein the first memory com-
prises a volatile memory and the second memory comprises a
non-volatile memory.

5. The device of claim 1 wherein the second memory
comprises a flash memory device.

6. The device of claim 1 wherein the data storage controller
is coupled to the bridge chip to provide a memory space
configuration signal to the bridge chip, and wherein the
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bridge chip is configured to assign a first part of a memory
address space to the first memory and a second part of the
memory address space to the second memory based on the
memory space configuration signal.

7. The device of claim 1 wherein the bridge chip comprises
an integrated circuit having:

a third memory to store the received data; and

control logic to selectively control transfer of the received
data from the third memory to the second memory.

8. The device of claim 1 wherein the device comprises a
single removable disc drive including the bridge chip, data
storage controller, first memory, and second memory.

9. The device of claim 1, wherein the bridge chip and the
data storage controller are physically distinct integrated cir-
cuits, and the first memory and second memory are not part of
either of the physically distinct integrated circuits.

10. A device comprising:

a controller, which receives user data for storage, directly
connected to a first memory via a first data bus and
indirectly coupled to a second memory via a bridge chip,

the bridge chip directly connected to the first memory to
enable storing data at the first memory, directly con-
nected to the second memory to enable storing memory
at the second memory, and is configured to selectively
store data at the first memory and the second memory,
and

wherein the controller is coupled to the bridge chip to
provide a memory space configuration signal to the
bridge chip, and wherein the bridge chip is configured to
assign a first part of a memory address space to the first
memory and a second part of the memory address space
to the second memory based on the memory space con-
figuration signal.

11. A device comprising:

a controller, which receives user data for storage, directly
connected to a first memory via a first data bus and
indirectly coupled to a second memory via a bridge chip,

the bridge chip directly connected to the first memory to
enable storing data at the first memory, directly con-
nected to the second memory to enable storing memory
at the second memory, and is configured to selectively
store data at the first memory and the second memory,

the bridge chip comprises an integrated circuit having:

a third memory to store data; and

memory control logic configured to communicate between
the third memory and the second memory such that the
memory control logic can determine a timing of data
transfers from the third memory to the second memory.

12. A device, comprising:

a removable data storage device having multiple types of
memory and a hardware interface configured to send
commands to a host and receive commands from the
host, the removable data storage device including:

a first data bus;

afirst memory of a first type coupled to the first data bus;

a controller directly connected to the first memory via
the first data bus to provide data to the first memory,
the controller having a first chip select output to
enable a memory to store data;

a logic circuit coupled to the first data bus;

a second data bus coupled to an output of the logic
circuit;

a second memory of a second type coupled to the second
data bus to selectively receive data from the logic
circuit; and
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the logic circuit having a second chip select output

directly connected to the first memory to enable the

first memory to store data received from the first data

bus and a third chip select output directly connected to

the second memory to enable the second memory to

store data received from the second data bus, the logic

circuit configured to:

receive the first chip select output from the controller
along with a memory address to store data to;

select one of the first memory and the second memory
to store data based on the memory address;

enable the first memory to store data by enabling the
second chip select output when the first memory is
selected; and

enable the second memory to store data by enabling
the third chip select output when the second
memory is selected.

13. The device of claim 12 further comprising:

the controller is configured to assign at least one first logi-
cal block address (LBA) to the first memory and assign
at least one second LBA to the second memory; and

the logic circuit is configured to select one of the first
memory and the second memory to store data based on
an indication of a LBA received from the controller.

14. The device of claim 12 wherein the controller is directly
connected to the logic circuit to provide a memory space
configuration signal, and the logic circuit is configured to
assign a first part of a memory address space to the first
memory and a second part of the memory address space to the
second memory based on the memory space configuration
signal.
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15. The device of claim 12 wherein the logic circuit com-

prises an integrated circuit having:

a buffer to store data;
control logic to selectively control transfer of data from the
buffer to the second memory; and
a data output responsive to the control logic and directly
connected to the second data bus.
16. The device of claim 12 further comprising:
the first memory has a first data transfer protocol;
the second memory has a second data transfer protocol that
is distinct from the first data transfer protocol; and
the controller is not compatible to communicate via the
first data transfer protocol and the second data transfer
protocol.
17. The device of claim 16 further comprising:
the first data bus has a first data transfer rate between the
controller and the first memory;
the second data bus has a second data transfer rate between
the bridge chip and the second memory; and
the first data transfer rate and the second data transfer rate
are distinct.
18. A bridge integrated circuit comprising:
memory select logic including:
inputs to receive addresses on a first bus, a chip select
input signal and configuration information; and
outputs to provide a first chip select output signal to a
first memory and a second chip select output signal to
a second memory responsive to received addresses
and chip select input signal;
a buffer coupleable to transfer data between the first bus
and the second memory; and
the data storage controller is directly connected to the first
memory via the first data bus without an intermediary.
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